




The SL-3000-UL™ is manufactured with a precision limit 
switch system. This system uses high speed ball 
bearings and high quality components for efficiency.

The QCC is a function of Elites’ slide gate operators that can be enabled by 
installation of a optional “Code Button” into the OmniOption control board sold 
exclusively by Elite. Recommended for large gates, 16 feet and longer, this unit 
is ideal for industrial applications like storage facilities, warehouses, and gated 
communities with a guard house. The illustrations below visually describe the 
effectiveness of the QCC. Picture #1: The authorized command vehicle enters 
and leaves the loop. Picture #2: The gate closes as the authorized vehicle clears 
the loop. Picture  #3: Unauthorized vehicle attempts to enter, but QCC stops the 
gate, which forces the unauthorized vehicle to either move ahead (if there is 
room) or back up. QCC will not reset until the unauthorized vehicle has cleared 
the loop. 
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QUICK CLOSE CIRCUIT

FEATURES OF THE SL-3000-UL™ SLIDE GATE OPERATOR

LIMIT SWITCH SYSTEM

The digital current sensor continuously monitors the motor 
current. It can be set for both the opening and closing cycles. If 
the gate is closing and hits a vehicle, the sensor detects the 
increased load on the motor and reverses. If the gate is 
opening and hits a vehicle, it stops and reverses 4 to 6 inches. 
The sensor is smart enough to operate on off-level installations 
and not to react to wind resistance.

REVERSING SENSOR





The 4", 5" and 6" Power Wheels™ are 
manufactured by a computer controlled 
lathe machine and made from solid, cold 
rolled steel. They can be used on heavy 
gates and never require any 
maintenance. Power Wheels™ are 30% 
more efficient in torque transfer from 
wheels to operator than other wheels 
such as cast iron or plastic. They are 
available in two models, the gold zinc 
plated Power Wheel™ or the heated 
treated Power Wheel 2™, for extra 
durability and rust resistance.

Don’t be a prisoner of your own gate. Using 
the DC-1000U™ keeps traffic moving during 
a power failure. 
Set up A: In case of a power failure, the gate 
will open automatically. When the power is 
restored, the operator will return to normal 
condition.
Set up B: Gate will not open automatically 
until activated by a key switch, push button, or 
dry contact adjustable command.
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THE DC-1000 POWER BACKUP

OPTIONAL ITEMS FOR  THE SL-3000-UL™ SLIDE GATE OPERATOR

POWER WHEELS

The optional safety alarm reset button will instantly reset the 
built-in safety alarm siren on all new OmniControl operators, 
allowing normal function without waiting for the alarm status 
to time out.

ALARM RESET BUTTON

An optional gearbox heater is available to keep the gearbox running in it’s optimum 
temperature range.

GEARBOX HEATER


